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Agenda
• West Menlo Park Area Road Improvement 

Standards and Priority List

• Project Description & Property Owner Survey

• Road Alignment

• Proposed Process and Timeline

• Questions, Comments, and Input



Road Improvement Standards and Priority List

• 1996 – Began development of Road Standards and 
Improvement Priority List

– Property owner surveys on unimproved streets 
and public meeting

• 1997 - Board of Supervisors (Board) adopted Road 
Standards and Priority List

• 1999 & 2003 – Board adopted modified Road 
Standards and procedures for determining Road 
Standards to be used







West Menlo Park Area Priority List



Project Location



Road Standards and Options
Croner Avenue

(from Orange Avenue to County Boundary 
Southwest of North Lemon Avenue)



Project Description
 Croner Avenue

– Do Nothing
– Reconstruct road with 18 feet of pavement with 

3-foot wide valley gutter on both sides of road
– Reconstruct road with 22 feet of pavement with

3-foot wide valley gutter on both sides of road

 Based on the Board’s policy the improvements will 
be centered in the road right-of-way unless the road 
must be moved to avoid trees or other major 
encroachments in the road right-of-way. 



Sample of Construction Options



West Menlo Park Area Road Standard



CRONER AVENUE (OPTIONS 2 AND 3)
[ORANGE AVENUE TO COUNTY/CITY BOUNDARY]

OPTION 2 - RECONSTRUCT ROAD WITH 18-FOOT WIDE PAVEMENT WITH 3-FOOT WIDE VALLEY GUTTERS
OPTION 3 - RECONSTRUCT ROAD WITH 22-FOOT WIDE PAVEMENT WITH 3-FOOT WIDE VALLEY GUTTERS

(Pictorial Not Illustrated To Scale)



Survey Croner Avenue 
(from Orange Avenue to County/City Boundary)





How do the markings match up with the 
existing conditions?



CRONER AVENUE
FROM ORANGE AVENUE TO COUNTY/CITY BOUNDARY

Paint Marks and Existing Conditions



Design Issues Based on Paint Markings
(22’ pavement and 3’ valley gutters - centered in road right of way)

 Some driveways might become steeper than 
the existing driveways (20% maximum slope 
per County standard)

 Existing drainage features not aligned with 
proposed valley gutters

 Impacts to existing landscaping/shoulder 
area/fences/trees



CRONER AVENUE
Design Issues



CRONER AVENUE
Design Issues



CRONER AVENUE
Design Issues



Proposed Process & Timeline
Croner Avenue

• October 2017:  Meet with property owners and 
conduct property owner survey

• November 2017: Determine if there is a project 
and standard(s) to be used

• Spring 2018:  Develop project scope and design 
project

• Late Spring 2018: Advertise and bid out project

• Summer 2018:  Project construction



Project Funding
• Construction of the roadway and valley gutters and 

minor work to match up to the valley gutters 
(driveways and shoulder area).

• Work outside of project scope:
 Landscaping, shoulder and driveway work beyond 

the required project limit
 If Property Owners have been contemplating 

sewer lateral work, completing it prior to roadway 
work would be advised. Property owners are 
responsible for maintenance and repair of the 
lateral from house to the sewer main.



Questions, Comments, 
and Input

Contact: 

Anthony Seto Wency Ng 
aseto@smcgov.org wng@smcgov.org
650-363-4100 650-363-4100


