














Lots 5 & 6

Lots 7 & 8

Conceptual Exterior Lots 5-8
FIGURE 3.0-10
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Conceptual Exterior Lot 9
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Conceptual Exterior Lot 10
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Conceptual Exterior Lot 11
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Storm�Drainage�

Bio�retention�planters�would�be�installed�for�the�treatment�of�roof�and�driveway�storm�water�runoff�for�

all�of�the�11�proposed�homes.�As�proposed,�no�drainage�facilities�are�planned�for�the�open�space�area.�The�

bio�retention� planters� would� be� gravity� fed� and� placed� strategically� on� the� project� site.� The� proposed�

location�of�the�bio�retention�planters�is�shown�on�Figure�3.0�14,�Proposed�Grading�and�Detention�Plan,�

Lots� 1–4� (Bunker� Hill� Drive).� Figure� 3.0�15,� Proposed� Grading� and� Detention� Plan,� Lots� 5–8�

(Ticonderoga�Drive),�Figure�3.0�16,�Proposed�Grading�and�Detention�Plan,�Lots�9�and�10�(Cobblehill�

Place),�and�Figure�3.0�17,�Proposed�Grading�and�Detention�Plan,�Lot�11�(Cowpens�Way).��

Four�bio�retention�planters�would�be�placed� in� the�rear�yards�of� lots�1� through�4�at�Bunker�Hill�Drive.�

Each�approximately�160�square�foot�planter�would�be�built�along�the�existing�slope�contours�of�each�lot.�

Two�approximately�160�square�foot�bio�retention�planters�would�be�placed�in�the�front�yards�of�lots�5�and�

6�along�Ticonderoga�Drive.�Lot� 8�would�have�one� approximately� 400� square�foot� bio�retention�planter�

placed�east�of�the�proposed�dwelling�unit�and�along�the�existing�slope�contour.�This�planter�would�treat�

storm�water�runoff�from�lots�7�and�8.�Lots�9�and�10�would�have�two�220�square�foot�bio�retention�planters�

placed�in�the�rear�yard�of�each�dwelling�unit�and�along�the�existing�slope�contour.��

The� specific�design�of� the�bio�retention�planters�would�be� finalized�at� the� time�of� issuance�of�building�

permits.�The�planters�are�anticipated�to�be�approximately�40�feet�in�length�and�approximately�4�feet�wide,�

except�for�the�planter�proposed�for�lot�8,�which�would�be�approximately�80�feet�long�and�approximately�5�

feet�wide.�Each�planter�would�be�between�4�and�5�feet�high�depending�on�the�depth�of�planting�material.�

The� plants� and� associated� soil� would� function� to� filter� storm� water� runoff� from� the� proposed� homes�

through� root� uptake.� Plants� suitable� for� storm� water� treatment� would� be� drought�tolerant� and� would�

need� to� withstand�ponding� for� short� periods� of� time.�The� storm�water� runoff�would�be� absorbed� and�

filtered�by�the�plants�and�soil,�or�discharged�to�the�established�street�drainage�system�along�Ticonderoga�

Drive�(where�appropriate).�

Grasses�and�ferns�are�examples�of�plants�that�may�be�suitable�for�bio�retention�planters.�Maintenance�of�

the�planters�would�be�minimal�and�would�become�the�responsibility�of�the�individual�homeowners.�

Domestic�Water�

Domestic� water� service� would� be� provided� to� the� project� site� by� California� Water� Company.� Upon�

approval� of� the�project,� the�Project�Applicant�would�be� responsible� for� securing�permits� to� extend� the�

water�lines�from�their�existing�termini�in�Ticonderoga�Drive�and�Bunker�Hill�Drive�to�the�proposed�lots.��
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Gas�and�Electric�

The�Project�Applicant�proposes�that�the�project�be�annexed�into�the�Bel�Aire�Lighting�District�for�repair�

and�maintenance.�Pacific�Gas�&�Electric�would�provide�gas�and�electrical�services�to�the�proposed�homes.�

The�homes�would�connect�to�existing�underground�gas�and�electrical�lines�along�Bunker�Hill�Drive,�New�

Brunswick�Drive,�and�Ticonderoga�Drive.��

3.5� CONSTRUCTION�ACTIVITY�

3.5.1� Grading��

Grading�activities� include� cut� (earth� removal)� and� fill� of� earthwork;� creation�of� engineered� slopes� and�

stepped�foundations;�installation�of�retaining�walls,�and�drilled�piers.�These�activities�would�prepare�the�

lots�for�the�building�pads�and�provide�slope�stability�for�the�foundation�of�future�homes�on�the�lots.��

The� average� slope� of� the� areas� proposed� for� development� is� 40� percent.� In� total,� there� would� be�

3,700�cubic� yards� (cy)� of� cut� and� 5,700� cy� of� fill� (including� a� 10� percent� allowance� for� shrinkage,� or�

settling,�of�dirt).�The�Project�Applicant�would�use� the�cut�earthwork�material�as� fill�on� the�project� site.�

However,�approximately�2,000�additional�cy�of�earth�and�about�200�cy�of�drain�rock�would�need� to�be�

imported�on�site�for�the�project.�Piers�drilled�into�the�underlying�bedrock�would�be�installed�for�each�lot�

to� provide� slope� stability� for� the� future� homes� that� would� be� built� on� each� lot.� A� description� of� the�

grading�plans� for� lots� 1� through�11� and�Table� 3.0�� 23,� Proposed�Earthwork,� showing�a� breakdown�of�

total�proposed�cut�and�fill�amounts�for�each�lot,�are�provided�below.�

�
Table�3.0�2�3�

Proposed�Earthwork�
�

Area� Cut�(cy)� Fill�(cy)�
Lots�1–4� 500� 200�

Lots�5–8� 1,000� 8001,0001�

Lots�9�and�10� 900�� 2,900�

Lot�11� 1,300� 1,300�

TOTAL� 3,700� 5,700�5,900�

Import� 2,000�2,200� �
� � �
Source:�BKF�Engineers,�2008.�Treadwell�&Rollo,�Inc,�2009.�
1Includes�200�cubic�yards�of�drain�rock.�

�



Proposed Grading and Detention Plan, Lots 1-4 (Bunker Hill Drive)

FIGURE 3.0-14
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Proposed Grading and Detention Plan, Lots 5-8 (Ticonderoga Drive)

FIGURE 3.0-15
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SOURCE: BKF - March 2008
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Proposed Grading and Detention Plan, Lots 9 and 10 (Cobblehill Place)

FIGURE 3.0-16
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Proposed Grading and Detention Plan, Lot 11 (Cowpens Way)

FIGURE 3.0-17
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3.5.2� Lots�1�through�4�

Lots�1�through�4,�along�Bunker�Hill�Drive,�would�require�approximately�500�cy�of�cut�and�200�cy�of�fill�

earthwork� (see� Figure� 3.0�14).� A� series� of� stepped� cuts� would� be� created� to� provide� the� platform�

necessary�to�build�the�homes.�No�fill�slopes�or�site�retaining�walls�would�be�needed�for�this�portion�of�the�

site� these� lots�because� the� terrace�cuts�and�piers�drilled� into�bedrock�would� fully�support� the�dwelling�

units�will�be�fully�supported�by�drilled�pier�foundations�with�integrated�day�lighting�basement�retaining�

walls.�

3.5.3� Lots�5�through�8�

Lots�5�through�8,�along�Ticonderoga�Drive,�would�require�1,000�cy�of�cut�and�800�cy�of�fill�earthwork�(see�

Figure�3.0�15).�Any�previously�identified�landslide�deposits3�would�be�removed�from�this�portion�of�the�

site�to�provide�stable�slopes�for�construction.�After�removal�of�the�landslide�materials,�the�slope�in�Lots�7�

and� 8� would� be� rebuilt� using� a� buttress� fill� landslide� repair� keyed� and� benched� into� the� underlying�

bedrock.�Spoils�generated�from�the�excavation�will�be�used�as�fill,�and�will�not�require�additional�import�

or�export�of�material�other�than�a�minor�amount�of�drainrock�for�the�subdrains�associated�with�the�repair.�

Upon�removal�of�landslide�materialimplementation�of�the�landslide�mitigation,�retaining�walls,�designed�

to�withstand�high�lateral�earth�pressure�from�adjoining�natural�materials�and/or�backfill,�as�well�as�from�

any�surcharge�loads,�would�be�installed�in�the�rear�of� lots�5�through�8.�These�retaining�walls�would�be�

partially� underground.� Retaining� walls� would� also� be� installed� in� the� front� of� lots� 5� and� 6� to� aide� in�

maintaining� the� slopes� behind� the� house� and� the� more� extensive� cut� required� for� lots� 5� and� 6.� These�

retaining�walls�would�be�partially�underground.�The�design�of�the�retaining�walls�has�not�been�finalized�

at� this� time,�but�would�most� likely�be�a� solid�masonry�wall.�Cut�slopes�at�a� ratio�of�approximately�4:1�

(horizontal�to�vertical)�would�be�required�for�lots�5�and�6.�

3.5.4� Lots�9�and�10�

Lots� 9� and� 10,� at� the� eastern� end� of� Cobblehill� Place,� would� require� 900� cy� of� cut� and� 2,900� cy� of� fill�

earthwork�(see�Figure�3.0�16).�This�site�is�relatively�level,�with�the�existing�topography�sloping�slightly�to�

the�northeast.�Minor�cuts�of�up�to�5�feet�and�fills�of�up�to�8�feet�would�be�made�to�create�the�building�pads�

and�the�driveways�and�to�remove�and�replace�existing�undocumented� fill�under�buildings�or� flatwork.�

Retaining�walls�up�to�8�feet�in�height�would�be�used�along�the�front�of�the�property�to�retain�the�fill�in�the�

residence�and�driveway�areas.�Pier�supported,�stepped�foundations�would�support�the�dwelling�units.��

�����������������������������������������������������������
3� See�Section�4.3,�Geology�and�Soils�for�more�detailed�information�on�landslide�deposits�on�the�project�site.�
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3.5.5� Lot�11�

Lot� 11,� at� the� northeastern� end� of� Cowpens� Way,� would� require� 1,300� cy� of� cut� and� 1,300� cy� of� fill�

earthwork�(see�Figure�3.0�17).�This�site�has�an�existing�slope�of�approximately�2:1�(horizontal�to�vertical).�

The� site� already� contains� fill� that� was� placed� during� grading� from� the� existing� subdivision� developed�

development�in�the�surrounding�area.�Cuts�of�up�to�10�feet�below�the�existing�grade�would�be�made�to�

create�a�stepped�building�pad�and�the�driveway�area�and�to�remove�and�replace�existing�undocumented�

fill�under�buildings�or� flatwork..�Retaining�walls�of�up� to�10� feet� in�height�would�be�built� through� the�

middle�of�the�house�lengthwise,�as�part�of�the�foundation,�to�retain�the�cuts�for�the�proposed�residence.�

Pier�supported�stepped�foundations�would�support�the�dwelling�units.��

3.5.6� Haul�Trucks�and�Routes�

The�earth�materials�would�be�imported�from�nearby�projects�in�the�San�Francisco�Peninsula.�The�County�

does�not�have�weight�restrictions�for�roads,�so�the�haul�routes�may�differ�slightly�from�what�is�presented�

below.�From�To�Ticonderoga�Drive,�the�haul�routes�would�likely�be�from�Highway�92�to�Polhemus�Drive�

southnorth.�From�To�Bunker�Hill�Drive,�the�haul�routes�would�likely�be�from�Highway�92�and�then�west�

to�Skyline�Boulevard.�Given� that�a� typical�haul� truck�can�carry�approximately�12�cy�of�earth�materials,�

approximately�167�183�trips�would�be�associated�with�the�import�of�additional�earth�materials�needed�for�

the�proposed�project.��

3.5.7� Erosion�Control�Plan�

Erosion�control�measures�would�be�implemented�as�part�of�the�project�to�ensure�stability�of�the�hillsides�

during�construction.�As�shown�on�Figure�3.0�18,�Erosion�Control�Details�(Silt�Fence�and�Fiber�Roll),�the�

erosion�control�plan�includes�the�installation�of�silt�fences�and�fiber�rolls�on�the�perimeter�of�all�lots.�The�

proposed� location� for� the� silt� fences� and� fiber� rolls� for� homes� along� Bunker� Hill� Drive� are� shown� in�

Figure�3.0�19,�Proposed�Erosion�Control�Plan�Lots�1–4�(Bunker�Hill);�proposed�silt�fences�and�fiber�rolls�

for�lots�5–8�along�Ticonderoga�Drive�are�shown�on�Figure�3.0�20,�Proposed�Erosion�Control�Plan�Lots�5�8�

(Ticonderoga�Drive);� proposed� silt� fences� and� fiber� rolls� for� houses� at� the� end�of�Cobblehill� Place� are�

shown�on�Figure�3.0�21,�Proposed�Erosion�Control�Plan�Lots�9�and�10�(Cobblehill�Place);�and�proposed�

silt�fences�and�fiber�rolls�for�the�home�at�the�end�of�Cowpens�Way�are�shown�on�Figure�3.0�22,�Proposed�

Erosion�Control�Plan�Lot�11�(Cowpens�Way).�An�explanation�of�the�erosion�control�measures�and�how�

they�function�is�provided�below.�

A�silt�fence�is�made�of�a�filter�fabric�that�is�entrenched�and�attached�to�supporting�poles�placed�no�more�

than� 6� feet� apart.� Either� steel� or� wood� poles� would� be� used� for� the� fence.� The� silt� fence� would� be�

approximately�3�feet�high�from�the�ground.�Silt�fences�are�suitable�for�perimeter�erosion�control�and�are�
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placed� below� areas� where� sheet� water� flow� discharges� from� the� site.� The� silt� fence� traps� sediment� by�

intercepting� and� detaining� a� small� amount� of� sediment�laden� runoff� from� disturbed� areas� in� order� to�

promote� sedimentation�behind� (upslope)� from� the� fence� (California�Stormwater�BMP�Handbook�2003).�

As�a�result,�the�silt�fence�would�be�an�effective�means�for�controlling�erosion�at�the�perimeter�of�the�lots�

during�construction.��

Additionally�fiber�rolls�would�be�used�during�construction�of�the�houses.�A�fiber�roll�consists�of�straw,�

flax,�or�other�similar�materials�bound�into�a�tight�tubular�roll.�Fiber�rolls�are�placed�along�the�face�and�at�

the� terminus� of� slopes� to� intercept� runoff,� reduce� the� flow� velocity,� and� provide� removal� of� sediment�

from�the�runoff.�Fiber�rolls�of�varying�lengths�would�be�placed�along�existing�slope�contours�and�at�the�

bottom�of�the�slopes�of�all�proposed�lots.�The�fiber�roll�aids�in�reducing�erosion�by�interrupting�the�length�

of�a�slope�(California�Stormwater�BMP�Handbook�2003).�The� fiber�roll�would�be�attached�to�a�wooden�

stake�anchor�placed�at�least�12�inches�into�the�ground.�The�fiber�roll�would�be�approximately�10�inches�in�

diameter�and�would�vary�in�length�according�to�its�placement.��

3.5.8� Tree�Removal�

The� RM� zone� regulations� restrict� the� removal� of� living� trees� that� are� more� than� 55� inches� in�

circumference,� measured� at� 4.5� feet� above� ground� level,� except� as� may� be� required� for� development�

permitted�under�the�Significant�Tree�Ordinance,�or�permitted�under�the�Timber�Harvesting�Ordinance,�or�

for� reason� of� actual� or� potential� danger� to� life� or� property.� In� the� residentially� zoned� portions� of� the�

project� site,� tree� removal� would� be� subject� to� the� County’s� Significant� Tree� Ordinance.� There� are�

presently�17�15�coast�live�oak�trees�within�the�proposed�project�plans�site�that�meet�this�threshold.�Seven�

Five�of�these�coast�live�oak�trees�would�be�removed�within�the�boundaries�of� lots�1�through�3�and�two�

trees�would�be�removed�in�lot�11�during�project�construction�and�the�other�eight�trees�would�be�retained.�

The�RM�development�permit�would�also�cover�tree�removal�as�part�of�the�development�of�the�project�site.�

The� Project� Applicant� proposes� to� replace� protected� trees� that�would� be� removed� during� construction�

with�nine�seven�15�gallon�trees�as�part�of�the�proposed�landscaping.��

3.5.9� Phasing�and�Schedule�

Construction�activities�are�anticipated�to�commence�in�June�2009Spring�2010�and�be�completed�by�June�

2010�Spring�2011.��
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3.6� RELATED�DISCRETIONARY�ACTIONS�

Permits� that� are� required� from� San� Mateo� County� for� the� development� of� the� proposed� project� are�

discussed�below.�

Major�Subdivision�Permit:�A�major�subdivision�permit�is�required�when�a�parcel�is�divided�into�five�or�

more� parcels.� The� proposed� project� consists� of� the� development� of� a� small� residential� parcel� and� an�

approximately�97�acre�open�space�parcel�(including�0.21�acre�zoned�for�residential�use)�into�11�residential�

lots� and� remaining� open� space.� Therefore,� the� Project� Applicant� is� applying� for� a� major� subdivision�

permit�from�the�County�of�San�Mateo.�In�San�Mateo�County,�in�order�to�be�approved,�subdivisions�must�

be� consistent� with� the� County� General� Plan,� be� physically� suitable� for� development,� be� physically�

suitable� for� the� proposed�density,� not� conflict� with� a� Williamson� Act� Contract,� and� not� cause� adverse�

impacts�to�wildlife�or�people.�

Rezoning:�A�portion�of�lots�9�and�10�will�be�rezoned�from�RM�to�R�1/S�81�or�rezoned�from�R�1/S�81�to�

RM� to� allow� for� the� establishment� of� new� boundaries� for� lots� 9� and� 10,� which� would� facilitate� the�

development�of�lots�9�and�10�through�the�subsequent�subdivision�discussed�above.�A�rezoning�from�R�

1/S�8�to�RM�of�the�0.05�acre�portion�of�the�larger�parcel�(APN�041�101�290)�is�also�proposed,�to�make�its�

zoning�consistent�with�the�remainder�of�the�approximately�92.46��acre�RM�parcel.�

Lot� Line� Adjustment:� Per� County� Zoning� Regulations,� a� non�conforming� parcel� may� be� enlarged�

through� the� addition� of� contiguous� land� by� lot� line� adjustment,� lot� consolidation,� merger,� or�

resubdivision,�provided�that�the�enlargement�does�not�create�nonconformities�on�adjoining�property.�Lot�

line�adjustment�of�the�existing�0.05�acre�(2,178�square�foot)�parcel�would�be�required�in�order�to�create�lot�

10.�The�Project�Applicant�proposes�a�lot�line�adjustment�between�APN�041�072�030�and�APN�041�101�290�

that�would�retain�the�two�existing�legal�parcels�but�result�in�a�new�parcel�configuration�of�17,995�square�

feet� located� at� the� terminus� of� Cobblehill� Place� (see� Figure� 3.0�23,� Proposed� Rezoning,� Lot� Line�

Adjustment,� and� Subdivision).� This� action� retains� the� northeast� property� line� of� the� 0.05�acre� parcel�

along� Bunker� Hill� Drive� while� reconfiguring� the� existing� rear� property� line� to� form� the� side� and� rear�

property�lines�of�lot�10�along�Cobblehill�Place�as�shown�on�the�development�plan�in�Figure�3.0�7.�

Resource� Management� Permit:� A� resource� management� permit� is� required� when� development� is�

proposed�within� the�RM�zone.�The�proposed�project�would� involves�construction�of�nine�single�family�

homes�and�associated�structures�(e.g.,�fences,�retaining�walls,�etc.)�within�the�RM�zone.�The�project�also�

proposes�the�removal�of�eight�seven�coast�live�oak�trees�with�a�circumference�of�more�than�55�inches�at�

4.5�feet�from�ground�surface.�The�removal�of�these�trees�would�be�included�with�this�permit.�
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Grading�Permit:�A�grading�permit�is�required�when�project�grading�does�not�qualify�for�an�exemption�

(i.e.,�more� than�250�cy�of�excavation� is�proposed�with�a�building�permit).�The�proposed�project�would�

include�3,700�cy�of�cut�and�5,9700�cy�of�fill�(including�a�10�percent�allowance�for�shrinkage,�or�settling,�of�

dirt),�and�would�require�a�grading�permit.��

Annexation�into�Special�Districts:�As�a�condition�of�approval,�the�project�site�would�need�to�be�annexed�

into�County�Service�Area�1,�which� includes� enhanced�police�and� fire� services� (funded�by�property� tax�

and�special�taxes).�If�streetlights�are�installed�in�the�project�area�and�it�is�desired�that�the�County�of�San�

Mateo�maintain�the�streetlights,�the�project�area�would�need�to�be�annexed�to�the�County�governed�Bel�

Aire�Lighting�Maintenance�District.�If�the�lands�dedicated�to�open�space�are�transferred�to�the�Highlands�

Recreation�District,�the�land�would�need�to�be�annexed�to�the�Highlands�Recreation�District.�The�Project�

Applicant� will� be� responsible� for� application� to� the� San� Mateo� County� Local� Agency� Formation�

Commission�for�the�annexation�of�the�project�site�into�the�special�districts.�

Dedication�of�Open�Space:�RM�District�regulations�require�the�granting�of�an�open�space�easement�to�the�

County�for�all� land�division�projects.�The�remaining�area�of�the�project�site�not�specified�for�residential�

development�may�be�offered�for�dedication�to�a�public�entity�or�non�profit�organization�for�open�space�

purposes,� for� potential� development� as� a� passive� use� park.� This� step� would� occur� following� the�

completion�of�all�legal�requirements�for�the�residential�development.�

Resource�Management�District�Zoning�Text�Amendment:�As�discussed�above,�as�part�of�the�proposed�

project� the� County� would� also� adopt� a� zoning� text� amendment� to� RM� District� regulations� in� order� to�

allow� for� reduced� setbacks� for� residential� projects� in� urban� areas� that� preserve� open� space.� This� text�

amendment� would� allow� the� Project� Applicant� to� apply� for� an� RM� permit� to� reduce� front� and� side�

setbacks�for�all�proposed�lots�within�the�RM�District�in�conjunction�with�their�RM�permit�application.��

3.7� Responsible�and�Trustee�Agencies�

As� defined� by� the� California� Environmental� Quality� Act� (CEQA),� “Responsible� Agencies”� are� public�

agencies�other�than�the�Lead�Agency�that�have�discretionary�approval�over�the�project.�Trustee�agencies�

have�jurisdiction�over�resources�present�in�the�project�area�but�no�permitting�authority�over�the�project.�

The�Initial�Study�and�EIR�prepared�for�this�project�would�serve�as�the�primary�source�of�environmental�

information� for� each� responsible� and� trustee� agency.� These� agencies� and� the� nature� of� their� approval�

authority�over�the�project�are�described�below:�

San�Francisco�Bay�Regional�Water�Quality�Control�Board�(RWQCB):�The�project�will�require�coverage�

under� the� Statewide� General� Permit� for� discharge� associated� with� construction� activities� pursuant� to�

National� Pollutant� Discharge� Elimination� System� (NPDES)� requirements.� A� Storm� Water� Pollution�
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Prevention�Plan�(SWPPP)�would�be�prepared�along�with�the�grading�plan�to�fulfill� the�requirements�of�

the�State�of�California’s�General�Permit.�The�project�would�also�be�subject�to�NPDES�Provision�C3,�which�

requires�treatment�of�project�run�off.�

California�Department�of�Fish�and�Game:�The�California�Department�of�Fish�and�Game�has�jurisdiction�

over�natural�resources�potentially�occurring�on�and�near�the�project�site.�

Local�Agency�Formation�Council� (LAFCO):�LAFCO�has� jurisdiction� over� any� annexation� applications�

for�areas�on�the�project�site.�



Erosion Control Details (Silt Fence and Fiber Roll)
FIGURE 3.0-18
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SOURCE: BKF - March 2008



Proposed Erosion Control Plan, Lots 1-4 (Bunker Hill Drive)

FIGURE 3.0-19
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SOURCE: BKF - December 2008
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Proposed Erosion Control Plan, Lots 5-8 (Ticonderoga Drive)

FIGURE 3.0-20
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SOURCE: BKF - March 2008
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Proposed Erosion Control Plan, Lots 9 and 10 (Cobblehill Place)

FIGURE 3.0-21
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Proposed Erosion Control Plan, Lot 11 (Cowpens Way)

FIGURE 3.0-22
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Proposed Rezoning, Lot Line Adjustment, and Subdivision

FIGURE 3.0-23
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SOURCE: County of San Mateo - 2007
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