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Dot LED Flushmount
By dwelLED

Product Options

Finish: Stainless Steel, Black
Size: 6 inches, 9 inches, 12 inches, 15 inches
Color Temperature: 3000, 3500

Details

May be mounted on ceiling or wall

No transformer or driver needed

Dimmable with an ELV dimmer (not included)
Designed in 2018

Material: Stainless Steel

Shade Material: Clear Acrylic

Dimmable When Used With a Electronic low voltage (ELV) Dimmer (Not
Included)

Dimmer Range: 100-10

ADA compliant, Dark Sky compliant, Title 24 compliant
ETL Listed Wet

Warranty: 5 Years Functional, 2 Years Finish

Made In China

* & & & & & @

* & & & @

Dimensions

6 inches Option Fixture: Height 2.5", Diameter 6"
9 inches Option Fixture: Height 2.5", Diameter 9"
12 inches Option Fixture: Height 2.5", Diameter 12"
15 inches Option Fixture: Height 2.5", Diameter 15"

Lighting

* 6 inches Option: 15.6 Watt (1300 Lumens) 120 Volt Integrated LED: CRI: 90
Color Temp: 3000K Lifespan: 54000 hours

* 6 inches Option: 15.6 Watt (1300 Lumens) 120 Volt Integrated LED: CRI: 90
Color Temp: 3500K Lifespan: 54000 hours

¢ 9inches Option: 18.5 Watt (1700 Lumens) 120 Volt Integrated LED: CRI: 90
Color Temp: 3000K Lifespan: 54000 hours

¢ 9inches Option: 18.5 Watt (1700 Lumens) 120 Volt Integrated LED: CRI: 90
Color Temp: 3500K Lifespan: 54000 hours

* 12 inches Option: 30.9 Watt (2650 Lumens) 120 Volt Integrated LED: CRI: 90

Color Temp: 3000K Lifespan: 54000 hours

* 12 inches Option: 30.9 Watt (2650 Lumens) 120 Volt Integrated LED: CRI: 90

Color Temp: 3500K Lifespan: 54000 hours

* 15 inches Option: 26.6 Watt (2728 Lumens) 120 Volt Integrated LED: CRI: 90

Color Temp: 3000K Lifespan: 54000 hours

* 15 inches Option: 26.6 Watt (2728 Lumens) 120 Volt Integrated LED: CRI: 90

Color Temp: 3500K Lifespan: 54000 hours

Additional Details

Product URL: https://www.lumens.com/dot-led-flushmount-by-dweled-
WACP201432.html
Rating: ETL Listed Wet

Product ID: WACP201432

Prepared by: GADSF

Prepared for: ASDF
ASDF

Project: ASDF
Room: ASDF
Placement: ASDF
Approval:

Created June 12th, 2020

Notes:

LUMENS

Call Us 877.445.4486

Two If By Sea LED Outdoor Wall Sconce

By Modern Forms

Product Options

Size: Small, Large

Details

L I

* & & & & 0

Designed in 2019

Finish: Black

Material: Aluminum

Shade Material: Glass

Dimmable When Used With a Electronic low voltage (ELV) Dimmer (Not
Included)

Dimmer Range: 100 to 5%

Dark Sky compliant, Title 24 compliant
Installation Type: Hardwired

ETL Listed Wet

Warranty: 5 Years Functional, 2 Years Finish
Made In USA

Dimensions

Small Option Fixture: Width 4.5", Height 11.87", Extension 5.81"
Large Option Fixture: Width 6", Height 18", Extension 7.56"

Lighting

L]

L]

Small Option: 15 Watt (916 Lumens) 120 Volt Integrated LED: CRI: 90 Color
Temp: 3000K Lifespan: 50000 hours
Large Option: 15 Watt (932 Lumens) 120 Volt Integrated LED: CRI: 90 Color
Temp: 3000K Lifespan: 50000 hours

Additional Details

Product URL: https://www.lumens.com/two-if-by-sea-led-outdoor-wall-sconce-
by-modern-forms-MFMP281811.html
Rating: ETL Listed Wet

Product ID: MFMP281811

Prepared by: GADSF

Prepared for: ASDF
ASDF

Project: ASDF
Room: ASDF
Placement: ASDF
Approval:

Created June 12th, 2020

Notes:

LUMENS

Call Us 877.445.4486
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EXISTING CONTOURS

3?887 PROPOSED SPOT ELEVATION

ENERGY DISSIPATER - PER DETAIL 3

DOVNSPOUT

4" MIN SOLID DRAIN PIPE

VICINITY MAP - NOT TO SCALE

GENERAL NOTES

Sl S / 1. PLANS PREPARED AT THE REQUEST OF:
\\\ / SEAN FREITAS, OWNER
S ~ o 2. TOPOGRAPHY BY CONTI AND ASSOC.; SEPTEMBER, 2019.
D £ &y 3. THIS IS NOT A BOUNDARY SURVEY.
~o_ / o ER Y 4. ELEVATION DATUM ASSUMED.
75,8 T~ o/ Wre. T & 5. STORMWATER MANAGEMENT CONSTRUCTION INSPECTIONS SHALL BE
26 ~ / G& (N)
: 3 y TRe, SCHEDULED FOR APPLICABLE DRAINAGE INSPECTIONS, WHICH INCLUDE
S~ 1273/ Ymy ¢l SITE CLEARANCE AND EROSION CONTROL MEASURES INSTALLATION AS
~ _ ; WELL AS INSPECTION OF MAJOR DRAINAGE CONTAINMENT, TREATMENT,
~__ NI/ ) ° AND CONVEYANCE DEVICES BEFORE BEING BURIED (INCLUDING REQUIRED
- ~v MATERIAL LABELS, E.G. PIPES, SUG-BGRADE MATERIALS, ETC.). PLEASE
prRIvVEWAY /D FOLLOW THE INSPECTION CARD INSTRUCTIONS AND PHONE NUMBER
APPROACH \C1[C] 650-306-8405 EXT 181) TO SCHEDULE COUNTY DRAINAGE INSPECTIONS
NS
W), ACCORDINGLY. THERE SHALL BE THREE INSPECTIONS: ONE FOR EROSION
y O CONTROL INSTALLATION, ONE BEFORE DRAINAGE FACILITIES ARE BURIED,
IS AND ONE FOR FINAL WALK AROUND.
/3 \ENERGY D
C1C1/DISSIPATER ST @?1\ S <=
7 126.9Q 44/ SECTION AND DETAIL CONVENTION
/ A SECTION OR DETAIL
Y‘ IDENTIFICATION
© Ah
o, REFERENCE SHEET No. WW REFERENCE SHEET No. ON
/ FROM WHICH SECTION WHICH SECTION OR
OR DETAIL IS TAKEN DETAIL IS SHOWN
130 A27.3 @ GARAGE CURB/GUTTER (E) 130
Aow _GRADE (ND _PROP. LINE 1269 P CL\
VARSI _ r SIDEWALK (E) N
125 P69 @ PL “GRADE B> 125
_|_
0+61.61 Va0 0+00
DRIVEWAY PROFILE 1”=% RV © 1257
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GRADING NOTES WALL CHECK VALVE 24" DIAM. P
Z
CUT VOLUME : 15 CY / DRAIN - BOX g =
FILL VOLUME: 15 CY 3/4" DISCHARGE g 4 o
TOTAL: 30 CY TO ENERGY DISSIPATER 47 PVC S| zZug
<—— ] O 5Z°
VOLUMES ABOVE ARE APPROXIMATE. FENCE/PROP. LINE &) RO DETENTION : LS
£ w <
THE SUBGRADE BELOW ALL PAVED AREAS SHALL BE BASEROCK SAN MATEQ COLMTY DEPARTMENT SAN MATEO COUNTY DEPARTMENT S £ 935,
DRAWN BY: D.P. C : NONE X
COMPACTED TO 95%. CHECK BY: __ JAL PUBLIC WORKS DATE: . 6/95 DRAWN BY: —Dr PUBLIC WORKS SCALE: _NONE PUMP ON @ 119 N | =hzd3
APPROVED BY: _ N.R.C. 4797 CHECK BY: oAb DATE: ___6/95 ~ g OO0 ™Y
—eee REVISED: APPROVED BY: _N.R.C REVISED: __4/97 INV119.9 a0
. R.C. . . oz O oo &
ALL GRADING SHALL CONFORM TO LOCAL CODES AND ORDINANCES. REDWOOD CITY REDWOOD CITY 5 T=%
LIFORNIA POLE, HYDRANT, STREET LIGHT, ETC CALIFORNIA SEL N
(IF AUTHORIZED) o “o 2 g VARIES TO PROPERTY LINE ? (ED ~N a9
ALL TRENCHES UNDER PROPOSED PAVED AREAS OR CONCRETE SHALL S e — NOTE. %, 3 56 B | 2 SN 5o < @E
BE BACKFILLED TO SUBGRADE ELEVATION WITH COMPACTED APPROVED VARIES 50" MIN. vamed 16 SCORE SIDEWALK . " | siore v/ otz f T °C°HF O | —- - /
GRANULAR MATERIALS. IF TRENCHES ARE IN PROPOSED LANDSCAPE " e soomme |oerR 2o 21/2 SQUARES L2 R I v | g
AREAS, THEY SHALL BE BACKFILLED WITH COMPACTED APPROVED = SLope 1/4" pER oot \ | \ SUTTER, D . o | S| <]
GRANULAR MATERIAL TO WITHIN ONE FOOT OF FINISHED GRADE, AND T ST STREET sEcTioN JA SUMP ON @ 117 - ol - | &
% AR T : l_'_v=_.__:.. R i, I pu =
THEN FILLED WITH HAND TAMPED SOILS. £ s ooz e 1w 0037, T Lo s oo U 37 NATIVE SOl g le e e
CLASS 2 AGGREGATE BASE SIDEWALK ACROSS Z DRIVEWAY BOTTOM @ 116.8 [ 5 § X < = <
DRIVEWAY—SEE MIN. 6" \ ,_ o | a a
D |:\> A' N A G E N O TE S STANDARD DRIVEWAY CLASS 2 AGGREGATE BASE g g \ < & % > > =
DETAIL. . Z 9] SINGLE DRIVEWAY WIDTH—8 FT.MIN.—12 FT.MAX. Q__\) oz SU M P F)U M F) [ a O lélfJ % I&J
1. DRAINAGE INTENT: IT IS THE INTENT OF THE DRAINAGE SYSTEM TO TYPICAL SECTION { POUBLE DRIVEWAY WDTH~16 FTMN.—20 FT.UAX g g m SWALE
CONVEY ROOF RUNOFF TO A SAFE LOCATION, AND TO MINIMIZE URBAN CURB, GUTTER AND SIDEWALK Bl v 2 2 . 85 m SUMP PUMP
EXCESSIVE MOISTURE AROUND FOUNDATIONS. DIRECT SLOPES SUCH NOTE: OBSTRUCTIONS SUCH AS POLES, HYDRANTS, STREET SIGNS, UTILITY BOXES, o Hﬁ <f|> z N\ & ° Qy NOT TO SCALE C1IC1/ NOT TO SCALE
THAT STORMWATER WILL NOT BE DIVERTED ONTO ADJACENT STREET UTS TG SOAL B LooATD B e sbe, isss oTenws ] - = .
PROPERTIES O ) S o et SR D o o . TN wree || CURSB 0PENING | Tom ~Z >«
2. ALL DOWNSPOUT DRAIN LINES SHALL LEAD TO DETENTION BASIN, AS CURD WISTH, SHALL BE KEPT GLEAR AND OPEN FROM ALL OBSTRUCTIONS N tgr—| [~ SINGLE DRIVEWAY CURG OPENING WDTH-13 FT.MIN.—17 FTMAX. —] , i E ~
SHOWN. THE DETENTION BASIN SHALL DRAIN TO A SUMP PUMP AND COMPLIANCE WITH THE STATE BUILDING CODE (PART 2, TITLE 24, C.A.C.). [~ DOUBLE DRIVEWAY CURB OPENING WIDTH-21 FT.MIN.~25 FT.MAX. —=— 3-4" CRUSHED ROCK L] O s <
ENERGY DISSIPATER, AS SHOWN. - e '6_"‘ " PLACE EXPANSION JOINT AT CENTER OF DRIVEWAYS CLEAN-OUT ACCESS GRATE <t O o E Y <DE
= " = 1 wem PLAN FOR ACCESS AND OVERFLOW Og 9 =
3. ALL ROOF DRAINAGE PIPES SHALL BE 4" DIAMETER MINIMUM SOLID T ™ 1/2~—‘« 4-1/2" RIM @ 124 ~ I L % g & <
o |k . ; SIDEWALK DRI VEWA.Y SIDEWALK | L e o . N~
PIPE, SLOPED AT 1% MINIMUM. - e sy renEoOn | —~ = = ORIGINAL,_FINAL SLOPE — s sorey 4" min. SOLID PIPE Z - o< X
' . _ = o CURSB [ [curs " Q{ <DO(D
4.1T 1S THE PROPERTY OWNER'S RESPONSIBILITY TO CHECK ON ALL * L o ook (vor — ,%j Z =2Zz
STORMWATER FACILITIES SUCH AS ROOF GUTTERS, DOWNSPOUT LINES, Jowmyeen — JOINT L Jp IONT 4”7 PVC FROM DIAN VIEW <T—w —uWwoao w
AND THE DETENTION BASIN/ENERGY DISSIPATER TO BE SURE THAT THEY b [ A sue oo NOTE: ELEVATION 36 DIAM. SOLID PIPE: ——— 6"|— DOWNSPOUTS v <C '&J = <
ARE CLEAR OF EXCESSIVE DEBRIS AND OPERATING EFFICIENTLY. THE © ' 247 WHERE POSSIBLE, 22 FT. DISTANCES OR MULTIPLES OF 22 FT. DISTANCES SHOULD =128 ~—S0l FlL 3-4" CRUSHED ROCK J ¥ LL <
_ BE OBTAINED BETWEEN CURB OPENINGS. CONSTRUCT MONOLITHIC CURB, GUTTER, DRIVEWAY -
FACILITIES SHALL BE CHECKED EVERY FALL AND PERIODICALLY DURING A1-6 CURB CURB AND GUTTER AND APRON. WHERE DRIVEWAYS OF SEPARATE RESIDENTIAL DWELLINGS ARE CONSTRUGTED 4—‘—‘"// 6" ——INVERT @ 120’ FINAL SLOPE (-
THE RAINY SEASON. ADJACENT TO ONE ANOTHER, DOUBLE THE DIMENSIONS SHOWN ABOVE. USE NO. 4 2” PVC OUTLET TO I >
NOTES: TYPICAL SECTIONS REINFORCING BAR DOWELS AS SHOWN ON STANDARD CURB, GUTTER AND SIDEWALK DETAIL. SUMID PUMP 1 1%// [‘:::F
L AL sowrere 10 5 cuss 8 conee STANDARD STRUCTURES 2" 10 1" REDUCER 3 . Sb e
3. PLACE 1/2" DIAMETER X 18" LONG DOWELS AT EXPANSION JOINTS AS SHOWN. DRIVEWAY WIDTHS AND CURB OPENINGS FOR FLOW RESTRICTION SECTION VIEW
4. PLACE 1/2" THICK EXPANSION JOINTS FULL WIDTH 20' ON CENTER. FOR DESIGN BASIS: 10— YEAR STORM EVENT WITH 60 MINUTE S |_| E E _|_
5. CONSTRUCT MONOLITHIC CURB, GUTTER AND SIDEWALK UNLESS OTHERWISE LA . —
' - MIRAF1 140N FILTER FABRIC
6. SUB-BASE MATERIALS WITHI 307 OF SUBGRADE SHALL BE COMPACTED To 95% SINGLE FAMILY RESIDENTIAL DWELLINGS DURATION ON HARD SURFACES. AT ROCK /SOIL INTERFACE
D—3 D—1 RAINFALL INTENSITY = 0.863 IN/HR
/ I\DETENTION SYSTEM /3 NENERGY DISSIPATER
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TC—1 \STABILIZED CONSTRUCTION

%@}/ ENTRANCE /EXIT

CONCRETE WASTE MANAGEMENT WM—38

MIN

STAKE .
(TYP) 2

Bl "5
“" ) ) "44‘ STLé%ﬁva¥E444-| #

STAPLE DETAIL

VARIES

xSTRAW BALE

10 MIL (TYP)
PLASTIC LINING

AN
NOT TO SCALE

PLYWOOD
48" X 247
PAINTED WHITE

TYPE "ABOVE GRADE”
WITH STRAW BALES

E— rfggAgéebETTERS
WASHOUT ,
| —0.5" LAG

SCREWS

3 WOOD POST
77/3,, 3% 8

Ay

CONCRETE. WASHOUT
SIGN DETAIL
(OR EQUIVALENT)

STAPLES
(2 PER BALE)

BINDING WIRE

STRAW BALE
(must be completely covered by plastic lining)

NOTES
NATIVE MATERIAL
(OPTIONAL)

METAL STAKES
(2 PER BALE)

SECTION B-—B
NOT TO SCALE

1. ACTUAL LAYOUT DETERMINED
IN FIELD.

2. THE CONCRETE WASHOUT SIGN
SHALL BE INSTALLED WITHIN
30 FT. OF THE TEMPQORARY
CONCRETE WASHOUT FACILITY.

GENERAL EROSION AND SEDIMENT CONTROL NOTES

FIBER ROLE
/INSTALL AT LOCATIONS SHOWN,
AFIX AS SHOWN IN DETAIL SE-5

There will be no stockpiling of soil. All excavated soil will be hauled off-site as it is
excavated.

Perform clearing and earth-moving activities only during dry weather. Measures to
ensure adequate erosion and sediment control shall be installed prior to earth-moving
activities and construction.

Erosion control materials to be on-site during off-season.

Measures to ensure adequate erosion and sediment control are required year-round.

Stabilize all denuded areas and maintain erosion control measures continuously between
October 1 and April 30.

Store, handle, and dispose of construction materials and wastes properly, so as to
prevent their contact with stormwater.

Control and prevent the discharge of all potential pollutants, including pavement
cutting wastes, paints, concrete, petroleum products, chemicals, wash water or sediments,
and non-stormwater discharges to storm drains and watercourses.

Avoid cleaning, fueling, or maintaining vehicles on-site, except in a designated area
where wash water is contained and treated.

Limit and time applications of pesticides and fertilizers to prevent polluted runoff.

Limit construction access routes to stabilized, designated access points

Avoid tracking dirt or other materials off-site; clean off-site paved areas and sidewalks
using dry sweeping methods.

Train and provide instruction to all employees and subcontractors regarding the Watershed
Protection Maintenance Standards and construction Best Management Practices.
Placement of erosion materials is required on weekends and during rain events.

The areas delineated on the plans for parking, grubbing, storage etc., shall not be
enlarged or "run over."

Dust control is required year-round.
Erosion control materials shall be stored on-site.
There will be no trees or driplines on the site.

EROSION CONTROL POINT OF CONTACT

THIS PERSON WILL BE RESPONSIBLE FOR EROSION CONTROL AT THE SITE
AND WILL BE THE COUNTY'S MAIN POINT OF CONTACT IF CORRECTIONS
ARE REQUIRED.

FIBER ROLLS SE—5

Note:
Install fiber roll
along a level contour.

Vertical spacing
measured along the
face of the slope
varies between
10" and 207

Install a fiber roll near
slope where it transitions
into a steeper slope

N.T.S.

3/4" x 3/4"
wood stakes
max 4
spacing

ENTRENCHMENT DETAIL
N.T.S.

NOTES:
If more than one fiber roll is placed in a row, the rolls must be overlapped, not abutted.
Turn the ends of the fiber roll up-slope to prevent runoff from going around the roll.
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