
Garage and Front Door in Modern Prairie Style for Malaga St home 

 

Inspired by the example of Modern Prairie Style homes, I have chosen a 

roll up garage door that will be wood with four panels and four 

windows. Prairie Style trim will be included. 

 

The door is standard 16‘ wide by 7’ high, wooden and will be painted on 

site to match the trim.   

Artistic Garage Doors of San Carlos will manufacture the door to this 

specification and to match the front door as needed. 

 

 



The Jeld-Wend company offers 

customization of doors to fit any size and 

need.  I found the following door in their 

offerings, but other options may also exist. 

Doors can be made in Wood or fiberglass 

resembling wood and is primed to be 

painted on site to match the color scheme. 

Installed grill between glass is available in  

limited colors including Bronze which 

should closely match our dark trim color. 

The front door should be 3’ wide x 7’ high 

and match the garage door style with a flat 

panel below the window. 

 



Linford™ 11" Flush Mount Olde Bronze® 39516

SPECIFICATIONS
Certifications/Qualifications

www.kichler.com/warranty

Dimensions
Base Backplate 11" x 11"
Height 5.31"
Length 11.00"
Width 11.00"

Light Source
Lamp Included Not Included
Lamp Type A
Light Source Incandescent
Max or Nominal Watt 40.00
# of Bulbs/LED Modules 2
Socket Type E26 (Medium)

Mounting/Installation
Interior/Exterior Exterior
Location Rating Damp

FIXTURE ATTRIBUTES
Housing
Diffuser Description Clear Wave
Primary Material Al
Shade Description Glass

Product/Ordering Information
SKU 39516
Finish Olde Bronze
Style Traditional
UPC 737995395162

Finish Options

Olde Bronze

ALSO IN THIS FAMILY
  

  

39535 39533 39459

39507 39456 39457

Kichler.com 1



Direct-to-Ceiling LED Downlight – Mini Recessed 

© 2020 Kichler Lighting LLC. All Rights Reserved.  |  LS19014

SPECIFICATIONS

ELECTRICAL

Input Voltage 120Vac
Input Voltage Range 108Vac-132Vac
Input Frequency 60Hz
Power  See Data Table
Power Factor >0.9
Surge 2.5kV ringwave
Connector Push-in quick connects AC; Screwlock DC terminal

PHOTOMETRICS

Light Source  LED Backlit
Color Temperature(s) 2700K/3000K
Color Rendering Index (CRI)  >90, R9>50
Dimmable Yes
Lumen Packages  See Data Table
Lumens Per Watt (LPW) >60LPW

RATINGS & CERTIFICATIONS

Safety Rating Wet
Installation Requirements Wet Indoor Covered Ceiling; Damp Outdoor Covered Ceiling  
 (Not for coastal environments)
Operating Ambient Temperature 0-40°C
Lumen Maintenance L70 at 50,000 Hrs 
Safety Certification cETLus
Energy Star Yes
T24 Yes
FCC CFR 47, FCC Part 15, Subpart B:2017 

MECHANICAL

Dimensions See Dimension Table
IP Rating  IP-54

MOUNTING

Direct to ceiling via spring clips

OPTICS

Backlit

WARRANTY

5 Year

ACCESSORIES

See Accessories

OVERVIEW

The Direct-to-Ceiling Mini Recessed LED Downlight is perfect for small 
areas where accent lights are needed or for modern ceiling design 
elements. Offering a contemporary style, this 2" round downlight is 
ideal for residential use as well as upscale bars, restaurants and hotels 
where a grouping of downlights is desired or as an architectural accent.

FEATURES

• Baffle design minimizes glare.

• Simple snap-in installation is fast and easy. 

• Remote driver enables installation in drywall and drop ceilings without a 
junction box. 

• Dimmable, see recommended dimmers at Kichler.com 

• 5-year warranty 

• Available in two color temperatures (2700 & 3000K) to coordinate with 
the look and feel of the room.

PROJECT: PRODUCT #:

TYPE: DATE:

PREPARED BY: AUTHORIZED BY*:

COMMENTS:

* A Kichler Lighting representative 
can assist with a proposed Spec



Direct-to-Ceiling LED Downlight – Mini Recessed 
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LUMEN Data Table – Mini Recessed

Shape Size (Inches) Watts
Lumens

2700K 3000K

Round 2 8W 550

DtC Mini Recessed Ordering Matrix

Family Type Size Shape  CCT CRI Finish

DL
Downlight

MN
Mini Recessed

02 2 inch R Round
27
30

2700K
3000K

90
90 CRI

WHT
Textured White

To form a complete product number, combine: 
Family + Type + Size + Shape + CCT + CRI + Finish = DL  MN  02  R  27  90  WHT

4" and 6" DtC Recessed Downlights are also available. See Round items DLRC04R2790WHT, DLRC04R3090WHT, DLRC06R2790WHT, DLRC06R3090WHT, or Square 
items DLRC04S2790WHT, DLRC04S3090WHT, DLRC06S2790WHT, DLRC06S3090WHT for complete specifications.

Photometric Diagrams

DLMN02R3090WHT

Illuminance at a Distance
Center Beam fc                        Beam Width

1.3 ft

2.7 ft

4.0 ft

5.3 ft

6.7 ft

8.0 ft

896 fc

208 fc

94.7 fc

53.9 fc

33.7 fc

23.7 fc

0.8 ft

1.7 ft

2.5 ft

3.3 ft

4.2 ft

5.0 ft

0.8 ft

1.7 ft

2.5 ft

3.3 ft

4.2 ft

5.0 ft

Vert. Spread: 34.8°
Horiz. Spread: 34.6°

Polar Candela Distribution
170° 160° 150° 140°

130°

120°

110°

100°

90°CD: 0

267

267

533

800

1067

1333

1600

533

800

1067

1333

1600

80°

70°

60°

50°

40°30°20°10°

- 45° H - Max CD:210° H 
- 0° H
- 90° H



Direct-to-Ceiling LED Downlight – Mini Recessed 
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ACCESSORIES

Additional Accessories (or Components)

Goof Rings Use With Rough-In Plate Use With Extension Cable (use for all) Size

DLGR02WH 2" Round DLRP01ST 2" Round DLE06WH 6'

DLE10WH 10'

DLE20WH 20'

Dimension Table

Aperture (in/mm) Ceiling Opening (in/mm) Overlap Trim (in/mm) Height (in/mm)

2" Round 1.97 / 50 2.875 / 73.0 0.6 / 15 0.11 / 2.8

Ceiling Opening

Height

Aperture Overlap Trim



Direct-to-Ceiling LED Downlight – Recessed 
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SPECIFICATIONS

ELECTRICAL

Input Voltage 120Vac
Input Voltage Range 108Vac-132Vac
Input Frequency 60Hz
Power  See Data Table
Power Factor >0.9
Surge 2.5kV ringwave
Connector Push-in quick connects AC; Screwlock DC terminal

PHOTOMETRICS

Light Source  LED Backlit
Color Temperature(s) 2700K/3000K
Color Rendering Index (CRI)  >90, R9>50
Dimmable Yes
Lumen Packages  See Data Table
Lumens Per Watt (LPW) >60LPW

RATINGS & CERTIFICATIONS

Safety Rating Wet
Installation Requirements Wet Indoor Covered Ceiling; Damp Outdoor Covered Ceiling  
 (Not for coastal environments)
Operating Ambient Temperature 0-40°C
Lumen Maintenance L70 at 50,000 Hrs 
Safety Certification cETLus
Energy Star Yes
T24 Yes
FCC CFR 47, FCC Part 15, Subpart B:2017 

MECHANICAL

Dimensions See Dimension Table
IP Rating  IP-54

MOUNTING

Direct to ceiling via spring clips

OPTICS

Backlit

WARRANTY

5 Year

ACCESSORIES

See Accessories

OVERVIEW

With its simple snap-in installation, the Direct-to-Ceiling (DtC) 
Recessed LED Downlight allows for installation in drywall and drop 
ceilings without the need for a junction box. This downlight is designed 
with a baffled trim that reduces glare and delivers general room lighting. 

FEATURES

• Baffle design minimizes glare and provides a welcoming illumination to 
any room.  

• Simple snap-in installation is fast and easy. 

• Remote driver enables installation in drywall and drop ceilings without 
junction box. 

• Dimmable, see recommended dimmers at Kichler.com

• 5-year warranty 
•  Available in two color temperatures (2700K & 3000K) to coordinate with 

the look and feel of the room.

PROJECT: PRODUCT #:

TYPE: DATE:

PREPARED BY: AUTHORIZED BY*:

COMMENTS:

* A Kichler Lighting representative 
can assist with a proposed Spec



Direct-to-Ceiling LED Downlight – Recessed 
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LUMEN Data Table – Recessed

Shape Size (Inches) Watts
Lumens

2700K 3000K

Round
4 11.5W 700
6 13W 900

Square
4 11.5W 700
6 13W 900

DtC Recessed Ordering Matrix

Family Type Size Shape  CCT CRI Finish

DL
Downlight

RC
Recessed

04 4 inch
R
S

Round
Square

27
30

2700K
3000K 90

90 CRI
WHT

Textured White
06 6 inch

R
S

Round
Square

27
30

2700K
3000K

To form a complete product number, combine: 
Family + Type + Size + Shape + CCT + CRI + Finish = DL  RC  04  R  30  90  WHT

A 2" Mini Recessed fixture is also available. See items DLMN02R2790WHT or DLMN02R3090WHT for complete specifications.

Photometric Diagrams

DLRC04R2790WHT

Illuminance at a Distance
Center Beam fc                        Beam Width

1.3 ft

2.7 ft

4.0 ft

5.3 ft

6.7 ft

8.0 ft

223 fc

51.6 fc

23.5 fc

13.4 fc

8.38 fc

5.88 fc

2.7 ft

5.6 ft

8.3 ft

11.1 ft

14.0 ft

16.7 ft

2.7 ft

5.7 ft

8.4 ft

11.1 ft

14.0 ft

16.8 ft

Vert. Spread: 92.4°
Horiz. Spread: 92.7°

Polar Candela Distribution
170° 160° 150° 140°

130°

120°

110°

100°

90°CD: 0

267

267

533

800

1067

1333

1600

533

800

1067

1333

1600

80°

70°

60°

50°

40°30°20°10°

- 0° H - 45° H 

- 90° H



Direct-to-Ceiling LED Downlight – Recessed 
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Trim Ring Matrix Form
Fixture Models

4" Round Recessed 4" Square Recessed 6" Round Recessed 6" Square Recessed

DLRC04Rxx90WHT DLRC04Sxx90WHT DLRC06Rxx90WHT DLRC06Sxx90WHT

Tr
im

 M
o

d
el

s

4" Round Recessed Trim – DLTRC04R 
Textured Black (BKT), Brushed Nickel  (NI) 

4" Square Recessed Trim – DLTRC04S 
Textured Black (BKT), Brushed Nickel  (NI) 

6" Round Recessed Trim – DLTRC06R 
Textured Black (BKT), Brushed Nickel  (NI) 

6" Square Recessed Trim – DLTRC06S 
Textured Black (BKT), Brushed Nickel  (NI) 

To form a complete trim product number, combine: 
Trim + Finish = DLTRC04R  NI

ACCESSORIES

Additional Accessories (or Components)

Goof Rings Use With Rough-In Plate Use With Extension Cable (use for all) Size

DLGR05WH 4" Round
DLRP02ST

4" Round & Square DLE06WH 6'

DLGR06BWH 6" Round 6" Round & Square DLE10WH 10'

DLE20WH 20'

Dimension Table

Aperture (in/mm) Ceiling Opening (in/mm) Overlap Trim (in/mm) Height (in/mm)

4" Round 3.44 / 87.5 4.0 / 101.6 0.84 / 21.3 0.157 / 3.9

4" Square 2.69 / 68.3 4.0 / 101.6 1.12 / 28.3 0.098 / 2.5

6" Round 4.98 / 126.5 5.25 / 133.4 1.21 / 30.7 0.157 / 3.9

6" Square 4.11 / 104.4 6.0 / 153 1.59 / 40.3 0.098 / 2.5

Ceiling Opening

Height

Aperture Overlap Trim



Direct-to-Ceiling LED Downlight – Recessed 
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SPECIFICATIONS

ELECTRICAL

Input Voltage 120Vac
Input Voltage Range 108Vac-132Vac
Input Frequency 60Hz
Power  See Data Table
Power Factor >0.9
Surge 2.5kV ringwave
Connector Push-in quick connects AC; Screwlock DC terminal

PHOTOMETRICS

Light Source  LED Backlit
Color Temperature(s) 2700K/3000K
Color Rendering Index (CRI)  >90, R9>50
Dimmable Yes
Lumen Packages  See Data Table
Lumens Per Watt (LPW) >60LPW

RATINGS & CERTIFICATIONS

Safety Rating Wet
Installation Requirements Wet Indoor Covered Ceiling; Damp Outdoor Covered Ceiling  
 (Not for coastal environments)
Operating Ambient Temperature 0-40°C
Lumen Maintenance L70 at 50,000 Hrs 
Safety Certification cETLus
Energy Star Yes
T24 Yes
FCC CFR 47, FCC Part 15, Subpart B:2017 

MECHANICAL

Dimensions See Dimension Table
IP Rating  IP-54

MOUNTING

Direct to ceiling via spring clips

OPTICS

Backlit

WARRANTY

5 Year

ACCESSORIES

See Accessories

OVERVIEW

With its simple snap-in installation, the Direct-to-Ceiling (DtC) 
Recessed LED Downlight allows for installation in drywall and drop 
ceilings without the need for a junction box. This downlight is designed 
with a baffled trim that reduces glare and delivers general room lighting. 

FEATURES

• Baffle design minimizes glare and provides a welcoming illumination to 
any room.  

• Simple snap-in installation is fast and easy. 

• Remote driver enables installation in drywall and drop ceilings without 
junction box. 

• Dimmable, see recommended dimmers at Kichler.com

• 5-year warranty 
•  Available in two color temperatures (2700K & 3000K) to coordinate with 

the look and feel of the room.

PROJECT: PRODUCT #:

TYPE: DATE:

PREPARED BY: AUTHORIZED BY*:

COMMENTS:

* A Kichler Lighting representative 
can assist with a proposed Spec
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LUMEN Data Table – Recessed

Shape Size (Inches) Watts
Lumens

2700K 3000K

Round
4 11.5W 700
6 13W 900

Square
4 11.5W 700
6 13W 900

DtC Recessed Ordering Matrix

Family Type Size Shape  CCT CRI Finish

DL
Downlight

RC
Recessed

04 4 inch
R
S

Round
Square

27
30

2700K
3000K 90

90 CRI
WHT

Textured White
06 6 inch

R
S

Round
Square

27
30

2700K
3000K

To form a complete product number, combine: 
Family + Type + Size + Shape + CCT + CRI + Finish = DL  RC  04  R  30  90  WHT

A 2" Mini Recessed fixture is also available. See items DLMN02R2790WHT or DLMN02R3090WHT for complete specifications.

Photometric Diagrams

DLRC04R2790WHT

Illuminance at a Distance
Center Beam fc                        Beam Width

1.3 ft

2.7 ft

4.0 ft

5.3 ft

6.7 ft

8.0 ft

223 fc

51.6 fc

23.5 fc

13.4 fc

8.38 fc

5.88 fc

2.7 ft

5.6 ft

8.3 ft

11.1 ft

14.0 ft

16.7 ft

2.7 ft

5.7 ft

8.4 ft

11.1 ft

14.0 ft

16.8 ft

Vert. Spread: 92.4°
Horiz. Spread: 92.7°

Polar Candela Distribution
170° 160° 150° 140°

130°

120°

110°

100°

90°CD: 0

267

267

533

800

1067

1333

1600

533

800

1067

1333

1600

80°

70°

60°

50°

40°30°20°10°

- 0° H - 45° H 

- 90° H
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Trim Ring Matrix Form
Fixture Models

4" Round Recessed 4" Square Recessed 6" Round Recessed 6" Square Recessed

DLRC04Rxx90WHT DLRC04Sxx90WHT DLRC06Rxx90WHT DLRC06Sxx90WHT

Tr
im

 M
o

d
el

s

4" Round Recessed Trim – DLTRC04R 
Textured Black (BKT), Brushed Nickel  (NI) 

4" Square Recessed Trim – DLTRC04S 
Textured Black (BKT), Brushed Nickel  (NI) 

6" Round Recessed Trim – DLTRC06R 
Textured Black (BKT), Brushed Nickel  (NI) 

6" Square Recessed Trim – DLTRC06S 
Textured Black (BKT), Brushed Nickel  (NI) 

To form a complete trim product number, combine: 
Trim + Finish = DLTRC04R  NI

ACCESSORIES

Additional Accessories (or Components)

Goof Rings Use With Rough-In Plate Use With Extension Cable (use for all) Size

DLGR05WH 4" Round
DLRP02ST

4" Round & Square DLE06WH 6'

DLGR06BWH 6" Round 6" Round & Square DLE10WH 10'

DLE20WH 20'

Dimension Table

Aperture (in/mm) Ceiling Opening (in/mm) Overlap Trim (in/mm) Height (in/mm)

4" Round 3.44 / 87.5 4.0 / 101.6 0.84 / 21.3 0.157 / 3.9

4" Square 2.69 / 68.3 4.0 / 101.6 1.12 / 28.3 0.098 / 2.5

6" Round 4.98 / 126.5 5.25 / 133.4 1.21 / 30.7 0.157 / 3.9

6" Square 4.11 / 104.4 6.0 / 153 1.59 / 40.3 0.098 / 2.5

Ceiling Opening

Height

Aperture Overlap Trim































Construction Best Management Practices (BMPs)
Construction projects are required to implement the stormwater best management practices (BMP) on this page, as 

they apply to your project, all year long.

Non-Hazardous Materials
Berm and cover stockpiles of sand, dirt or other construction material  
with tarps when rain is forecast or if not actively being used within 
14 days.
Use (but don’t overuse) reclaimed water for dust control. 

Hazardous Materials
Label all hazardous materials and hazardous wastes (such as  
pesticides, paints, thinners, solvents, fuel, oil, and antifreeze) in 
accordance with city, county, state and federal regulations.
Store hazardous materials and wastes in water tight containers, store  
in appropriate secondary containment, and cover them at the end of 
every work day or during wet weather or when rain is forecast.
Follow manufacturer’s application instructions for hazardous  
materials and be careful not to use more than necessary.  Do not 
apply chemicals outdoors when rain is forecast within 24 hours.
Arrange for appropriate disposal of all hazardous wastes. 

Waste Management
Cover waste disposal containers securely with tarps at the end of  
every work day and during wet weather. 
Check waste disposal containers frequently for leaks and to make  
sure they are not overfi lled.  Never hose down a dumpster on the 
construction site. 
Clean or replace portable toilets, and inspect them frequently for  
leaks and spills. 
Dispose of all wastes and debris properly. Recycle materials and  
wastes that can be recycled (such as asphalt, concrete, aggregate base 
materials, wood, gyp board, pipe, etc.)  
Dispose of liquid residues from paints, thinners, solvents, glues, and  
cleaning fl uids as hazardous waste.

Construction Entrances and Perimeter
Establish and maintain effective perimeter controls and stabilize all  
construction entrances and exits to suffi ciently control erosion and 
sediment discharges from site and tracking off site.
Sweep or vacuum any street tracking immediately and secure  
sediment source to prevent further tracking. Never hose down streets 
to clean up tracking.

Materials & Waste Management Equipment Management & 
Spill Control

Maintenance and Parking
Designate an area, fi tted with appropriate BMPs, for  
vehicle and equipment parking and storage.
Perform major maintenance, repair jobs, and vehicle  
and equipment washing off site.
If refueling or vehicle maintenance must be done  
onsite, work in a bermed area away from storm drains 
and over a drip pan or drop cloths big enough to collect 
fl uids.  Recycle or dispose of fl uids as hazardous waste. 
If vehicle or equipment cleaning must be done onsite,  
clean with water only in a bermed area that will not 
allow rinse water to run into gutters, streets, storm 
drains, or surface waters.
Do not clean vehicle or equipment onsite using soaps,  
solvents, degreasers, or steam cleaning equipment.

Spill Prevention and Control 
Keep spill cleanup materials (e.g., rags, absorbents and  
cat litter) available at the construction site at all times. 
Inspect vehicles and equipment frequently for and  
repair leaks promptly.  Use drip pans to catch leaks 
until repairs are made.
Clean up spills or leaks immediately and dispose of  
cleanup materials properly.  
Do not hose down surfaces where fl uids have spilled.  
Use dry cleanup methods (absorbent materials, cat 
litter, and/or rags). 
Sweep up spilled dry materials immediately. Do not  
try to wash them away with water, or bury them. 
Clean up spills on dirt areas by digging up and  
properly disposing of contaminated soil.
Report signifi cant spills immediately. You are required  
by law to report all signifi cant releases of hazardous 
materials, including oil. To report a spill: 1) Dial 911 
or your local emergency response number, 2) Call the 
Governor’s Offi ce of Emergency Services Warning 
Center, (800) 852-7550 (24 hours). 

Earthmoving

Schedule grading and excavation work  
during dry weather.
Stabilize all denuded areas, install and  
maintain temporary erosion controls (such 
as erosion control fabric or bonded fi ber 
matrix) until vegetation is established.
Remove existing vegetation only when  
absolutely necessary, and seed or plant 
vegetation for erosion control on slopes 
or where construction is not immediately 
planned. 
Prevent sediment from migrating offsite  
and protect storm drain inlets, gutters, 
ditches, and drainage courses by installing 
and maintaining appropriate BMPs, such 
as fi ber rolls, silt fences, sediment basins, 
gravel bags, berms, etc.
Keep excavated soil on site and transfer it  
to dump trucks on site, not in the streets.

Contaminated Soils
If any of the following conditions are  
observed, test for contamination and 
contact the Regional Water Quality 
Control Board:

Unusual soil conditions, discoloration,  -
or odor.
Abandoned underground tanks. -
Abandoned wells -
Buried barrels, debris, or trash. -

Discharges of groundwater or captured  
runoff from dewatering operations must 
be properly managed and disposed. When 
possible send dewatering discharge to 
landscaped area or sanitary sewer. If 
discharging to the sanitary sewer call your 
local wastewater treatment plant. 
Divert run-on water from offsite away  
from all disturbed areas. 
When dewatering, notify and obtain  
approval from the local municipality 
before discharging water to a street gutter 
or storm drain. Filtration or diversion 
through a basin, tank, or sediment trap 
may be required.
In areas of known or suspected  
contamination, call your local agency to 
determine whether the ground water must 
be tested. Pumped groundwater may need 
to be collected and hauled off-site for 
treatment and proper disposal.

Dewatering

Avoid paving and seal coating in wet  
weather or when rain is forecast, to 
prevent materials that have not cured 
from contacting stormwater runoff.
Cover storm drain inlets and manholes  
when applying seal coat, tack coat, slurry 
seal, fog seal, etc.
Collect and recycle or appropriately  
dispose of excess abrasive gravel or sand.  
Do NOT sweep or wash it into gutters.
Do not use water to wash down fresh  
asphalt concrete pavement.

Sawcutting & Asphalt/Concrete Removal
Protect nearby storm drain inlets when  
saw cutting.  Use fi lter fabric, catch basin 
inlet fi lters, or gravel bags to keep slurry 
out of the storm drain system. 
Shovel, abosorb, or vacuum saw-cut  
slurry and dispose of all waste as soon 
as you are fi nished in one location or at 
the end of each work day (whichever is 
sooner!).
If sawcut slurry enters a catch basin, clean  
it up immediately. 

Store concrete, grout, and mortar away  
from storm drains or waterways, and on 
pallets under cover to protect them from 
rain, runoff, and wind. 
Wash out concrete equipment/trucks  
offsite or in a designated washout 
area, where the water will fl ow into a 
temporary waste pit, and in a manner 
that will prevent leaching into the 
underlying soil or onto surrounding areas. 
Let concrete harden and dispose of as 
garbage.
When washing exposed aggregate,  
prevent washwater from entering storm 
drains. Block any inlets and vacuum 
gutters, hose washwater onto dirt areas, or 
drain onto a bermed surface to be pumped 
and disposed of properly. 

Painting Cleanup and Removal
Never clean brushes or rinse paint  
containers into a street, gutter, storm 
drain, or stream.
For water-based paints, paint out brushes  
to the extent possible, and rinse into a 
drain that goes to the sanitary sewer. 
Never pour paint down a storm drain.
For oil-based paints, paint out brushes to  
the extent possible and clean with thinner 
or solvent in a proper container. Filter and 
reuse thinners and solvents. Dispose of 
excess liquids as hazardous waste.
Paint chips and dust from non-hazardous  
dry stripping and sand blasting may be 
swept up or collected in plastic drop 
cloths and disposed of as trash.
Chemical paint stripping residue and chips  
and dust from marine paints or paints 
containing lead, mercury, or tributyltin 
must be disposed of as hazardous waste. 
Lead based paint removal requires a state-
certifi ed contractor.

Painting & Paint Removal

Concrete, Grout & Mortar 
Application

Protect stockpiled landscaping materials  
from wind and rain by storing them under 
tarps all year-round.
Stack bagged material on pallets and  
under cover. 
Discontinue application of any erodible  
landscape material within 2 days before a 
forecast rain event or during wet weather.

Landscaping

Paving/Asphalt Work

Storm drain polluters may be liable for fi nes of up to $10,000 per day!
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